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CMP Series 2750 Trims

Straight 
Ridge Cap

stepped 
ridge cap

non locking 
rake

locking drip locking 
rake

valley side wall end wall transition gambrel

top vented 
zee

face vented 
zee

non vented 
zee

offset 
cleat

rake cleat

7 1/2”

1/2"
 1/2” open hem

 
Need Roof Pitch

Requires two pieces of Zee per piece of
ridge cap

 
 

Need Roof Pitch
Requires two pieces of Zee per piece of

ridge cap

1 1/4” 5 1/2”

3/4” 1/2” open hem

4” 
1”

2”  

1/2” closed hem

4”
1”

2” 

1/2” closed hem

1/2” open hem 1/2” open hem

10 1/2”

1”

Need Roof Pitch
Requires two pieces of O�set Cleat per

Piece of Valley

1/2” open hem 

4”

5” 

Requires one piece of Non Vented Zee Per
piece of Side Wall

4”

5” 

Need Roof Pitch
Requires one piece of Non Vented Zee Per

piece of End Wall

 

8”

7”

1/2” open hem

1/2” open hem

 

2 5/8” 

2 
1/

8”
 

1”

1”

2 
1/

8”

1”   2
 1

/8
” 

1” 

1” 1 1/2” 

1”  

1/
2”

2 
1/

2”
 

1/
2”

3” 

3 
1/

2”
 

1/2”
open hem

Requires one piece of Non Vented Zee and
one piece of Rake Cleat per piece of Non-

Locking Rake

7”

8”

1/2” open hem  

1/2” open hem  

Need Roof Pitch of Upper and Lower
Roof Line

Requires one piece of Non Vented Zee and
One piece of O�set Cleat per Transition

Need Roof Pitch of Upper and Lower
Roof Line

Requires one piece of Non Vented Zee and
One piece of O�set Cleat per Gambrel

Lancing for Ventilation
is 1 1/4” wide

Lancing for Ventilation
is 1 1/4” wide

Recommended when Venting is Required
using a straight Ridge Cap

Recommended when Venting is Required
using a stepped Ridge Cap


